L A N D A® Industrial Pressure Washers
...Built Right to Do the Job Right

Karcher Group

suuner underhOd W Ergonomic Lance
W Up to 3000 PSI
W Up to 300°F

Wand Assembly | = o

W [ance has 1/4" MPT

inlet connection. W Assembly includes

Suttner ST601 Gun with
a horizontal flow-through
design and 3/8" FPT inlet.

W Stainless Steel pipe
with PVC lamination.

Ideal for rinsing the undercarriage of cars and trucks. Connect directly to a
pressure washer gun or lance. This lightweight underbody wand assembly rolls

easily giving the operator a long reach. B Ergonomic Lance to reduce

bending and operator fatigue.

B Non-Weeping design
allows greater control
over water flow.

¢
W Three Threaded MEG $¥
Nozzles maximize spray
performance. ﬁ

Rolling assembly keeps spray vertical 3 Threaded MEG Nozzles

Distributed by: Part # Description

8.755-257.0 Self Serve Underbody Wand Assembly

www.landa.com

Note: Landa Karcher Group is constantly improving and updating its products. Consequently, pictures, features, and specifications in this brochure may differ slightly from current models. Flow rates and pressure ratings may © 2016« 06/16
vary due to variances allowed by manufacturers of our machine components. Landa Karcher Group product performance is certified by the Cleaning Equipment Trade Association (CETA) to be within 5% of listed specifications.




